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NOTES

1. SEE CONTRACT FOR BACKFILL LIMITS AND GEQTEXTILE CLASS.

CONSTRUCTION GEQTEXTILE
FOR UNDERGROUND DRAINAGE,
MODERATE SURVIVABILITY.

GRAVEL BACKFILL
FOR DRAINS.

CONDITION A OR CONDITION B

WITH GEOTEXTILE
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ALTERNATE DETAIL

GRAVEL BACKFILL
FOR DRAINS

X &
A —__ UNDERDRAIN PIPE

TYPICAL FOR CONSTRUCTION WITH SHORING.

ALL DIMENSIONS ARE IN MILLIMETERS
UNLESS OTHERWISE NOTED

[EXPIRES JANUARY 17, 1999

BACKFILL AND DRAINAGE
FOR RETAINING WALLS

STANDARD PLAN D4

NOTE: THIS PLAN IS NOT A LEGAL ENGINEERING DOCUMENT BUT AN ELECTRON/C DUPLICATE.
THE ORIGINAL, SIGNED BY THE ENGINEER AND APPROVED FOR PUBLICATI/ON, IS KEPT ON FILE
AT THE WASHINGTON STATE DEPARTMENT OF TRANSPORTATION. A COPY MAY BE OBTAINED

UPON REQUEST.
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